AUTHENTICATED
U.S. GOVERNMENT
INFORMATION

GPO

§648.109

(ii) The first body section (belly) of
the net has 35 or more meshes that are
at least 8 inches (20.3 cm).

(iii) The mesh decreases in size
throughout the body of the net to 2
inches (5 cm) or smaller towards the
terminus of the net.

(3) The Regional Administrator may
terminate this exemption if he/she de-
termines, after a review of sea sam-
pling data, that vessels fishing under
the exemption, on average, are dis-
carding more than 1 percent of their
entire catch of summer flounder per
trip. If the Regional Administrator
makes such a determination, he/she
shall publish notification in the FED-
ERAL REGISTER terminating the exemp-
tion for the remainder of the calendar
year.

(c) Net modifications. No vessel subject
to this part shall use any device, gear,
or material, including, but not limited
to, nets, net strengtheners, ropes,
lines, or chafing gear, on the top of the
regulated portion of a trawl net; except
that, one splitting strap and one bull
rope (if present) consisting of line or
rope no more than 3 inches (7.2 cm) in
diameter may be used if such splitting
strap and/or bull rope does not con-
strict, in any manner, the top of the
regulated portion of the net, and one
rope no greater than 0.75 inches (1.9
cm) in diameter extending the length
of the net from the belly to the ter-
minus of the codend along the top, bot-
tom, and each side of the net. “Top of
the regulated portion of the net”
means the 50 percent of the entire reg-
ulated portion of the net that (in a hy-
pothetical situation) will not be in con-
tact with the ocean bottom during a
tow if the regulated portion of the net
were laid flat on the ocean floor. For
the purpose of this paragraph (c), head
ropes shall not be considered part of
the top of the regulated portion of a
trawl net. A vessel shall not use any
means or mesh configuration on the
top of the regulated portion of the net,
as defined paragraph (c) of this section,
if it obstructs the meshes of the net or
otherwise causes the size of the meshes
of the net while in use to diminish to a
size smaller than the minimum speci-
fied in paragraph (a) of this section.

(d) Mesh obstruction or constriction. (1)
A fishing vessel may not use any mesh

50 CFR Ch. VI (10-1-12 Edition)

configuration, mesh construction, or
other means on or in the top of the net,
as defined in paragraph (c) of this sec-
tion, that obstructs the meshes of the
net in any manner.

(2) No person on any vessel may pos-
sess or fish with a net capable of catch-
ing summer flounder in which the bars
entering or exiting the knots twist
around each other.

(e) Stowage of nets. Otter trawl ves-
sels retaining 100 1b (45.3 kg) or more of
summer flounder from May 1 through
October 31, or 200 1b (90.6 kg) or more of
summer flounder from November 1
through April 30, and subject to the
minimum mesh size requirement of
paragraph (a)(1) of this section may not
have ‘‘available for immediate use”
any net or any piece of net that does
not meet the minimum mesh size re-
quirement, or any net, or any piece of
net, with mesh that is rigged in a man-
ner that is inconsistent with the min-
imum mesh size requirement. A net
that is stowed in conformance with one
of the methods specified in §648.23(b)
and that can be shown not to have been
in recent use is considered to be not
“available for immediate use.”

(f) The minimum net mesh require-
ment may apply to any portion of the
net. The minimum mesh size and the
portion of the net regulated by the
minimum mesh size may be adjusted
pursuant to the procedures in §648.102.

[76 FR 60629, Sept. 29, 2011]

§648.109 Sea turtle conservation.

Sea turtle regulations are found at 50
CFR parts 222 and 223.

[76 FR 60630, Sept. 29, 2011]

§648.110 Summer flounder framework
adjustments to management meas-
ures.

(a) Within season management action.
The MAFMC may, at any time, initiate
action to add or adjust management
measures within the Summer Floun-
der, Scup, and Black Sea Bass FMP if
it finds that action is necessary to
meet or be consistent with the goals
and objectives of the FMP.

(1) Adjustment process. The MAFMC
shall develop and analyze appropriate
management actions over the span of
at least two MAFMC meetings. The
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